| NEMA‘ PHASING
PROPOSED VIDEO | :

FLASHING
DETECTION CAMERA PROPOSED SIGNS PROPOSED SIGNALS SPECIAL NOTES: 21 bz o4 OPERATION
. 1. CONTRACTOR SHALL INSTALL CONDUIT AT SUFFICIENT DEPTH
— R = = [ - o1 shac RN TACTE pRioR" S5 SECTINING Rbiowny
' CONDU HALL TALL
[ ® @ WEST @ o CONSTRUCT ION.
MARYLAND
2. INSTALL HANDHOLE WITH LONG DIMENSION PERPENDICULAR TO \
ONLY 202‘ ) (¥ TRAVEL WAY FOR INSTALLATION OF NON-INVASIVE PROBES. \
R3—1 R3-2 @ 0 EXTEND CONDUIT A MINIMUM OF 2 IN. AND MAXIMUM OF 3 IN.
| (307%30") (30"x30") R3-5(L) INTO HANDHOLE. ‘
% X (30"x36") | L€ -
VIDEO ZONE 12" L.E.D. 127 L.E.D.
MD 202 IS ASSUMED TO RUN DETECTION Aggél\EAEEY —~
IN AN EAST-WEST DIRECTION : (36’W3_336”) Ao y
X NOTE :
: W/”NEW” PANEL TELEPHONE 22'-2¢ — PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
— (247 % 24" NEUTRAL  30'-4" X PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
AND FLAGS | PRIMARY  35'-10" 3 ) | \
. <9, ~®i545594-8879 ' =—140" ~ o
A A N e ~
6 A _
\ SHA RIGHT OF WAY >

- ~ SHA RIGHT OF WAY q/(/g@/é/%
L
— T

__d o
b >
|2 o
~ | b . SPECTAL
SEE (P — NDT&
SPECIAL
o o]
- _ ——_  1/C TO
i, ——r=r = McCORM I
¥
PEPCO

\
(P) %\ #843394-8366 T

e i
@ 9 0 _WWFWW N R I’ o
e SHA RIGHT OF WAY = e :

\\K L * ﬂézgg%—s'}m 'i'i“l
GENERAL NOTES ™~ 77" T i, \ @

- ' CONSTRUCTION DETAILS < | |
A. INSTALL CONCRETE FGUNDATION WITH A 27 FT. STEEL POLE WITH A 50 FT ' 1. ALL TRAFFIC SIGNAL FOUNDATIONS SHALL BE INSTALLED AT THE
" MAST ARM.TRAFFIC SIGNAL HEADS. SIGNS AND 15 FT. STREET LIGHTING . —_— FINAL SIDEWALK OR CURB GRADE FOR CLOSED SECTIONS, HIGHEST
ARM WITH A 250 WATT HIGH PRESSURE SODIUM VAROR LUMINAIRE. ([INSTALL e , _ - ROADWAY PROFILE GRADE FOR OPEN SECTIONS, TO MEET CLEARANCES
InZpole Bagg) ® IN- SCHEDULE BO. 90 DEGREE PVC ELECTRICAL CONDUIT BENDS ‘ - AS SPECIFIED IN MD 816.03, MD 818.01, MD 818.02, MD 818.04.
P A GUERTE SR ¢ 1ol RIS PRGN e 20 O Rl T Tt AT on B L S TGNAL  EQUTRMENT, 0> FRIOR 10 THE
: : y y INSTALLATION OF ALL SIGNAL EQUIPMENT.
AND 15 T, STREET LTGHTING AR WITH A 550 WATT HICH PRESSURE SODIUM VACR FIBER OPTIC 20’-11" ) =z 2. THE CONTRACTOR SHALL VERIFY ALL UNDERGROUND UTILITIES PRIOR TO
A IRE . e SRALL 172 INo AND 1-4 IN. SCHEDULE 80. 30 DEGREE PVC ELECTRICAL NEUTRAL ~ 26'-10" | @ INSTALL ING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS
c: [ISTAL NGk sl 6L o, logureg SONTIOLLER MO CIOHET S SGIEIE B0 ST b PRIVARY 3211 " SHOULD ARISE THE CONTRACTOR SHACL CONTACT THE PROJECT ENGINEER.
o égggﬁ% ggggngg ggggéggLngggTﬂt 0 DEGREE PVC ELECTRICAL CONDUIT BENDS IN CABINET BASE. N - [E% c& 3. \S/gIEEENg?NEES LOCATION / ALIGNING SHALL BE COORDINATED WITH THE
. “ i U:]. £ hi
F. INSTALL NONCINVASIVE MICROLOOP PROBE SET WITH 1.000 FT. LEAD—IN (TO BE PLACED IN & 4. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE AND CABINET LOCATIONS
THRU LANES ONLY). | o PRIOR TO INSTALLATION.
G- INSTALL'6 FT. x 32 FT. (3-6-3 WINDING) QUADRUPOLE TYPE LOOP DETECTOR ENCASED 2 5. ALL PROPOSED LUMINAIRES SHALL BE SUPPLIED WITH A PHOTOCELL.
H. \LTSEAL‘.;[I:E&VI!ZD;- L1QUID~TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT. {FOR DETECTOR - :‘@S 6. gig CONTR?CTOR SEGEEIEEEREEEEANS IB%EAESRPgEEEAéﬁéT&T\gEﬁLE SglGl(\jlﬁlé
LE TA THE AP INAL AC LE.
:' IABRING FOR STOB L INE, 0+ WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT \ - 3 7. REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE. ]
. INSTALL 2 IN. PVG SCHEDULE 80 ELECTRICAL CONDULT - TRENGHED. ~ 8. THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED ON PLANS
2 A e S (AR N R AN
- - - . " + N
. EEEE%ECEL{EéR%EESBEED%g ggCEIEEEg?é(I;ékLnggglﬂ{T“—ngggéHED FOR PROPOSED UNDERGROUND S Eké??&GgTEEQLEHSE }-}[jlg?%LEE[T)AHﬁEgngRggECELQTTH ﬁ%hAPé\T/ENEEI;DS
.. demsrao tuEEICR SERcE T i e paL i rLigs oo O T PROPOSED, SEOVETRICS PRISK T I\ IALGANG, o TONAL EQUIRMENT.
| SNI:ES)T(BSU&S.M[T)REGEED WEOD POST APPROXIMATELY 625 FT. IN ADVANCE DF THE INTERSECTION SHA RIGHT OF WAY \ ;%hlé Q?EBEEL(EZEJNSTSEQIE%DEESIEIEEEABIEEERQINE “}lé‘LAﬁliA%%éK BY OTHER
T. BEMOVE EXISTING EQ?E#?}GE.CDNDU[T \ ﬁ,\ CONTRACTORS CAN NOT BE COMPLETED UNTIL
V. USE EXISTING HANDHOLE. DISCONNECT AND PULL BACK EXISTING INTERCONNECT CABLE HEADING U INSTALLATION OF SIGNAL EQUIPMENT 15 STATE OF MARYLAND
R e 21 TR Ao CRELE 13 A Con o SUrF iGN LENGTh OF CablE”10-be £ To NOT 1Y GTHER CONTRAGTORS OF THIS WORK T WA ASMINSTARTION.
SESSEBBm%gRESNméé¥TéAgLEUMMUNICAT[DN CONNECTION TO THE EAST. REMOVE AND DISPOSE OF ALL . ‘ NOTIFY OTHER CONTRACTORS OF THIS WORK. STATE HIGHWAY ADMINISTRATION
W. INSTALL W3-3 "SIGNAL AHEAD” SIGN (36 IN. x 36 IN.) WITH "NEW” PANEL AND FLAGS ON ONE \ OFFICE OF TRAFFIC & SAFETY
_< a IN. x 6 [N. TREATED WOD POST APPROXIMATELY 775 FT. IN ADVANCE OF THE INTERSECTION \ / TRAFFIC ENGINEERING DESIGN DIVISION
3 NSTACL 4 INe SCAEDULE B0, POLYYINYL GHLOR1DE ELECTRICAL CONDUIT FOR PROPOSED UNDERGROUND \ MD 202 (Largo Road) and NB 1-85495 Ofi-Ramp
ELECTRICAL SERVICE AND 2 IN. SCHEDULE 80. PVC ELEGCTRICAL CONDUIT FOR PROPOSED UNDERGROUND /
TELEPHONE SERVICE IN COMMON TRENCH. CAP AND MARK CONDUITS 2 FT. ABOVE GRADE AT UTILITY \
POLE FOR USE BY OTHERS. \
2. INSTALL 2 IN. SCHEDULE 80. PVC ELECTRICAL CONDUIT - TRENCHED FOR PROPOSED UNDERGROUND \:‘EI\ _
: APPROVALS REVISIONS TRAFFIC SIGNALIZATION PLAN
& THE | | gﬂ—E // 2 EE I&( g / 9 SCALE__ 1" = 20 DATE _AUGUST 23,2007  CONTRACT NO. PG6385172
g EADER
o | . LANE ————— T - | | | | | pesianed ey S. Bioss COUNTY PRINCE GEORGE'S
-9 — rRoPOSED & W F= Zo-a7 : RAWN BY /6 02020619.32
= Whitman, Requardt and Associates, LLP CONSTRUCTION UTILTY LEGEND 'ASST. DIV. CRHEF R D S. BIOSS/ / LOGMILE 02020 9.
g Engineers, Architects and Planners CHPOHATIN :s:?j_séa: STORM DRAIN I % 7 ) g A//? 7 | | | | | CHECKED BY N. Leary J8.STRAN TIMS NO, l023
g 801 South Caroline Street L OVER 100 YRARS — T 75— Sewen mai DVISION %EF 77, FAP NO. AC-IM-95-3(177)N TOD NO.
galtimore, Maryland 21231 —— £ —E—— ELECTAIC CABLES | 9.
- 410-235-3450 A Commitment to Excellence r v TELEPHONE CABLES ] | | | | TS NO. Ly o DRAWING TSP—1 OF 12 SHEET NO. 2 OF 13
m —-F——F —- FIGER-OPTIC OFFICE DIRECTOR

PLOTTED: 08-27-2007
FILE: n:\31611-000\cadd\pSG-POM_md202.dgn




